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Product Code Description 

JC2-V-W 1 Gang Volume Control 

  

 

 

 

 

 

Technical Specification 

 

• Recommended wire-size: 1.5 – 2.5mm2 

• Fix Centre: 60.3 mm 

• Fix Screw: M3.5 x 0.6 x 25mm± 

 

 

 

 

 

 

 

   With Lavina ’95 Frame: JC1401 

• Dimensions: 95x95x10mm (WxHxD) 

• Mounting box: >35mm depth 

o J1040, flush mounting, plastic 

            74.5 x 74.5 x 42mm (W x H x D) 

o M1050, flush mounting, metal 

            75.5 x 64 x 50mm (W x H x D) 

 

 

 

 

 

 

 

 

 

 

 

 

 

JC2-V-W-LTP Product back view 

Product dimensions (mm)  
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Single-gang Assembly  

 

 

Connection Diagram 

 

 

 

 

 

 

 

Approximate DC resistance across Input & Output terminals: 

Input terminals (Audio IN):   

~50K ohm (min - max. volume) - open circuit at rotate-off switch position  

Output terminals (Speaker OUT):  

~50K ohm (max. volume) – 0 ohm at rotate-off switch position (min. volume) 

Product Code Colour 

JC2-V-W-LWH Matt White 

JC2-V-W-LBL Matt Black 

For other colours, please contact T&J Sales representative 
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